
8051 2 x 4 right angle info 

 

The +9VIN is connected directly from the power adaptor. The RS232IN and RS232OUT signals are 

retrieved from the RS232 transceiver chip. That means the voltage will NOT be in the TTL level. It’s in EIA 

RS232 level. You can use the jumper setup as described below to obtain serial 0 or serial 1 ‘s RS232 

signals on the above 2 x 4 header. 

If the TTL signals are desired to use, the P1.2 and P1.3 (serial 1) or the P3.0 and P3.1 (serial 0) can be 

retrieved directly from the associated male or female headers. 

In the below, it’s the additional information for serial 0 connection with USB or DB9. 

8051 Rev C board – Serial 0 to use with USB or DB9 

Please see the schematic diagram. Search this header “USB or DB9 to Serial 0 Jumpers”. 

 

 

 



 

In default settings, there are two jumpers installed in the lower positions. They are connected to let USB 

to serial port 0. (P3.0 and P3.1) 

 

 

 

 

 

 

 

 

 

 

 



If you want to connect DB9 to serial 0, the jumpers must be in the upper positions. Also, remove the JU‐

RX1 (upper location) and JU‐TX1 (lower location) to disconnect the serial 1 to DB9. 

 



  

 

The setup in the above will enable DB9 to serial 0 communication. Thus, an old PC with COM port can 

talk to this board without using any USB port. 

 

 

If all jumpers are installed and the USB is selected to connect serial 0, this board can work as a simple 

USB to DB9 bridge. Load the test program SERIALTEST.HEX and use P2.0 (1 or 0) to test from USB (ser0) 

to DB9 (ser 1) or from DB9 (ser 1) to USB (ser 0). 

 

Any question, please forward to service@gethru.com 

 

Thank you. 


